
Let everyone's blood pressure healthier

Hingmed Medical focuses on blood pressure and respiratory monitoring technology and products. The intelligent
pulse wave inflation measurement technology provides a very comfortable BP measurement experience.
DBP-01P is a high quality fully automatic blood pressure monitor that passed ESH clinical validation,and
recommended by Dabl Educational Trust and Stride BP. With the smart modular design,DBP-01P is easy to
integrate to kiosk and maintain.
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DBP-01P
Clinical Automatic Blood Pressure Monitor

Product include

DBP-01P Specification

Blood pressure monitor

Power cable

Armrest

Indication board

Items Items

User Manual 

Thermal Printing Paper

Antibacterial cuff cover

Disposable cuff cover

Product name

Model

Technology

Systolic

Diastolic

Pulse Rate

Accuracy

Display

Calibration

Safety

Memory

Hands

Power Supply

Printer

Elbow Sensor

Measurable arm circumference

Voice

Size

Weight

Electric Shock Protection

Working Condition

Store Condition

Communication method

Clinical Automatic Blood Pressure Monitor

DBP-01P

Oscillometric

40-260 mmHg

20-210 mmHg

40-200 bpm

±3 mmHg

LED digital display

At least once per two years

Valve open automatically for deflation upon 
max inflation pressure 290mmHg. Pushing 
“Stop” button upon emergency, deflating 
quickly.

9999 readings

Can measure both left and right hands.

Power cable,110-240V AC, 50/60Hz

Thermal printing, Paper size 58mm

Yes,to adjust arm position

17 to 42 cm

Voice introduction of operation & reading
Language Option：Chinese,English,Thai. 
On/Off Option

310mm(W) x 476mm(L)x 300mm(H)

Approximately 6.5 kg

Class I 

Tem:+5℃-+40℃,  RH: 10%-95%,  Air 

Pressure 70-106Kpa.

Tem: -2℃-+55℃,  RH: ≤95%,  Air Pressure 

70-106Kpa

USB,RS232

1

1

1

1

Quantity(unit) Quantity(unit)

1

2

2 (One is already installed on the device)

2 (One is already installed on the device)



Advantages and Features

Double pump, faster measurement and longer product life.

Pulse wave motion tolerance BP technology, accurate measurement.

Elbow detection sensor guides user's arm to the correct position.

ESH clinical validated.

Certification: CE,FDA.

Built-in Printer, automatically print results.

Communication method: USB,RS232.

Human voice reminder helps user to complete the 
whole measurement process.

Low noise, advanced technology, good 
measurement consistency, and comfortable.

Compatible with a wide range of arm circumference, 
17- 42cm.

Cuff can be adjusted left &right, up&down, suitable 
for different postures.

Compatible with both left and right arm 
measurements.

Standard antibacterial cuff cover, reduce the 
risk of cross infection.

Optional disposable cuff cover, it is more 
hygienic.(patented)

The modular design allows easy replacement
of spare parts, easier to maintain.

The fully automatic BP module is small in
size and convenient for system integration.
SDK and technical support for system
integration, i.e.EPR.

Smart modular design,easy to maintain

Intelligent integration


